For the first time we apply a new method based on the mathematical derivation of some known isotherm from the Burr function which describes many birth-death (sorption-desorption) phenomena in ecology and economy. Therefore, in this study the experimental isotherm data of biosorption of Pb(II) onto algae was modeled to Langmuir, Hill-Sips, Brouers-Sotolongo, BrouersGaspard, and Redlich-Peterson isotherm models. The parameters of each model were determined by non linear fitting algorithms using Mathematica program. The maximum Pb(II) removal rate increased with the increase of temperature and reached the maximum value (98%) at the temperature of 40 °C. The results showed that the Hill-Sips and the Brouers-Sotolongo isotherms were definitely the most suitable models to satisfactorily describe biosorption of Pb(II) on the algal biomass. In addition, as these two models gave very close results, the use of an intermediate one the Brouers-Gaspard isotherm model could also describe the sorption in most cases. High coefficient of determination values were obtained by using non linear methods and these findings are contrary to most works in this field that use linearization methods. Further, this study showed that a complete set of data is necessary to have a good representation of the isotherm and using only coefficient of determination is not always an adequate tool to compare the goodness of the non linear fit of an isotherm models.
1.
Introduction.
Biosorption is a process which utilizes inexpensive dead biomass to sequester toxic Biosorption is proven to be quite effective at removing metals ions from contaminated solutions in a low cost and environment-friendly manner. Adsorbent comes under the following categories: algae; fungi; grass, agriculture waste, and nanomaterials (Sulaymon . These materials peer-reviewed) is the author/funder. All rights reserved. No reuse allowed without permission.
The copyright holder for this preprint (which was not . http://dx.doi.org/10.1101/035774 doi: bioRxiv preprint first posted online Jan. 2, 2016; were used to remove pollutants in a batch and/or continuous systems (Gupta et . The term algae refers to a large and diverse assemblage of organisms that contain chlorophyll and carry out oxygenic photosynthesis (Davis et al., 2003) . Algae are one of the most abundant and highly available natural resources in tropical ecosystems.
Cyanophyta (blue-green algae), Chlorophyta (green algae), Rhodophyta (red algae), and Phaeophyta (brown algae) are the divisions of the largest visible algae. Many studies concluded that the algal biomass is a very promising material to be used as biosorbent to remove various kinds of pollutants from contaminated water and wastewaters (Sulaymon The term isotherm is used for describing the retention of a substance on a solid at a constant temperature. The isotherm study is a major tool to predict the efficiency of a sorbent to remove a given pollutant from polluted water ( ) has shown that some of the most empirical models that can be used to describe the isotherm data were approximations of a generalized Brouers-Sotolongo model. This model is derived from the Burr-Madalla distribution which is itself solution of a birth and death differential equation which can describe sorptiondesorption mechanisms (Burr, 1942; Maddala, 1996) . The author concluded that only the Langmuir, the Hill-Sips and the Brouers-Sotolongo isotherms were genuine statistical functions and had the correct asymptotic limits for low and high concentrations. In addition, the author pointed out that a statistical analysis had a meaning only if the experimental data were complete until the saturation of the sorption. Furthermore, Ionexchange is an important concept in biosorption mechanisms using algae, because it peer-reviewed) is the author/funder. All rights reserved. No reuse allowed without permission.
The copyright holder for this preprint (which was not . http://dx.doi.org/10.1101/035774 doi: bioRxiv preprint first posted online Jan. 2, 2016; explains many of the observations made during heavy metal uptake experiments. In this case, the ion exchange reaction type occurs between light metals already bound to the algae and other metals present in the aqueous solution (Naja and Volesky, 2006 non-linear analysis of isotherm data is an interesting and useful mathematical approach for describing biosorption isotherms for water and wastewater treatment applications and to predict the overall sorption behaviour under different operating conditions (Ho, 2006) .
Indeed, the linearization of non linear isotherm equations has several disadvantages. This process implicitly alters their error structure and may also violate the error variance and normality assumptions of standard least squares (Ratkowsky, 1990 Hill-Sips, Brouers-Sotolongo, Brouers-Gaspard, and Redlich-Peterson models, were compared with the experimental data. A trial-and-error procedure was used for the nonpeer-reviewed) is the author/funder. All rights reserved. No reuse allowed without permission.
The copyright holder for this preprint (which was not . http://dx.doi.org/10.1101/035774 doi: bioRxiv preprint first posted online Jan. 2, 2016; linear analysis method using the Mathematica 9 program and based on the Burr-Madalla distribution function introduced by Burr (1942).
Materials and Methods

Materials
Fresh mixture of green and blue-green algae was used in this study as a biosorbent. This material was collected from the artificial irrigation canal in Baghdad University, Iraq. It was mainly a mixture of three species of algae. Blue-green Oscillatoria princeps alga was the highest percentage (88%), green Spirogyra aequinoctialis alga was (9%), and bluegreen Oscillatoria subbrevis alga (3%). And to make it user friendly the collected algae were not separated. The foreign matters were removed manually from the collected algae, then rinsed with tap and distilled water to remove of dirt, sands, and external salts.
Afterward, the washed algae were kept in air for removing water and dried at an oven temperature of 65 °C for 48 h. The dried biomass were roughly chopped, grounded into powder, sieved, and kept in air-tight polyethylene container at room temperature. An average size of 0.54 mm was used for experiments with required amounts. A sample of algal biomass was analyzed for the physico-chemical properties and the results were listed in Table ( 1). The surface area was determined from N 2 adsorption isotherm using a Micrometrics Nano Porosity System. Point of zero charge (pH pzc ) of used biosorbents was determined by conventional method (Kalhori et al., 2013) . Briefly, initial pH values of 50 mL of 0.1 M NaCl were adjusted in a pH range of 2 to 12 using 1 M NaOH or H 2 SO 4 solutions. Afterward, a 0.5 g of algal biomass was added to each solution and the obtained suspensions were shaken for 48 h. The algal biomass was filtered and the final pH of the solution was measured. The value of pH pzc of algal biomass was found from the intersection of the curve of final vs. initial pH. The micropore volume was evaluated by the t-plot method. Total exchange capacity was measured using atomic absorption spectrophotometer (type: SHIMADZU, AAS 7200, Japan).
All the chemicals used in this work are analytical grade reagents with deionized water used for solutions preparation. Stock solution (1000 mg/l) of Pb(II) was prepared by dissolving the appropriate weight of lead chloride in distilled water and kept in glass container at room temperature. The desired concentrations were prepared by diluting the stock solution in accurate proportions to different initial concentrations. The initial pH of the working solutions was adjusted by addition of 1 mol/l NaOH or HCl using a pH meter (WTW, inoLab 720, Germany). All the glassware used for dilution, storage and experimentation peer-reviewed) is the author/funder. All rights reserved. No reuse allowed without permission.
The copyright holder for this preprint (which was not . http://dx.doi.org/10.1101/035774 doi: bioRxiv preprint first posted online Jan. 2, 2016; were cleaned with detergent, thoroughly rinsed with tap water, soaked overnight in a 20% HNO 3 solution and finally rinsed with distilled water before use. 
Methods
Experiments
Isotherm experiments were carried out in 250 ml stoppered conical flasks containing 0.05, 0.1, 0.3, 0.5, 0.8, 1, 2, and 3 g of algal biomass and 100 ml of Pb(II) solution. These experiments were performed at the same initial concentration (50 mg/l) for Pb(II) and repeated for temperature range from 10 to 40 °C. According to the previous studies, the optimum pH for Pb(II) removal using algae is in the range between pH 2 and pH 4 Tubingen Shaker-SM 25) with constant shaking at 200 rpm for 4 h. After equilibrium condition, the sorbent was separated from aqueous solution by using filter paper (WHATMAN, No.42, diameter 7 cm). The Pb(II) concentrations in both initial and withdrawn samples were determined using atomic absorption spectrophotometer (type:
SHIMADZU, AAS 7200, Japan). Each sample was measured thrice and the results were given as the average value. Biosorption capacity q(x) at equilibrium conditions and the percentage of removal (%) were calculated using eq(1) and eq(2), respectively.
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where, q(x) and
are the equilibrium and maximum biosorption capacity of Pb(II) (mg/g), respectively; C o and C e are the initial and equilibrium Pb(II) concentrations in the aqueous solution (mg/l), respectively; V is the volume of used solution (l); and m is the mass of used adsorbent (g).
Isotherm models
There are several isotherm models with two or more than two parameters available for analyzing the experimental parameters. The parameters of each model often provide insights into the sorption mechanism, the surface properties and the affinity of the sorbent (Yu and Neretnieks, 1990). In the present study, five different isotherm models were tested under different adsorption temperatures. These models are: Langmuir, Sips, Brouers-Sotolongo, Brouers-Gaspard, and Redlich-Peterson models were chosen to fit the experimental data and were derived from the General Brouers-Sotolongo equation as will be shown below (Brouers, 2014 a ). The non linear regression analysis using Mathematica program, version 9, was used for direct determination of each model parameters. In this case, a trial-and-error procedure, which is applicable to computer operation, was developed to determine the isotherm parameters using an optimization routine to maximize the coefficient of determination (R 2 ) between the experimental data and isotherms. The applicability and suitability of the isotherm equation to the equilibrium data were compared by judging the values of the R 2 values.
The General Brouers-Sotolongo (GBS) isotherm is represented by the following equation (Brouers, 2014 a ):
is the maximum sorbed quantity (mg/g), x is the residual metal concentration in solution at equilibrium (mg/l), b is the isotherm constant (mg/l), a is a coefficient dependent on the fractal nature of the system and this exponent is a measure of the width of the adsorption energy distribution and energy heterogeneity of the sorbent surface peer-reviewed) is the author/funder. All rights reserved. No reuse allowed without permission.
The 
Indeed, it is difficult in many cases to choose between HS and BS isotherms, it is why it has been proposed to use in these cases an intermediate value for c (c=1/2) and introduce a new intermediate formula which is named Brouers-Gaspard (BG) isotherm equation (eq. (7)).
All these equations have good physical asymptotic behaviors:
and
Another commonly used empirical isotherm is the Redlich-Peterson isotherm (RP) (eq. 
Where A and B are the Redlich-Peterson isotherm constants.
Results and discussion
The bisorption isotherm of Pb(II) onto algal biomass was investigated as a function of temperature and the results are depicted in Fig. 1 (a) . The graph are plotted in the form of Pb(II) removal efficiency against algal biomass weight. These data may help in understanding the controlling mechanisms and quantifying the sorption properties of the sorbent, maximum sorption capacity and affinity of the sorbent for the target metal (Langmuir, 1918) . For all experimental data shown in this figure, it can be seen that the removal efficiency was increased with the increase of algal biomass weight from 0.05 to 1 g, implying that the optimum amount of biosorbent is 1 g algal biomass/200 ml solution, then beyond 1 g algal biomass dose the removal efficiency reached a plateau which demonstrating the equilibrium state. The reason being that an increase in the biosorbent quantity in the aqueous solution results in a larger exchangeable sites or surface area for Pb(II) sorption, hence the rise in the removal percentage (Hekmatzadeh, et al., 2013) . By peer-reviewed) is the author/funder. All rights reserved. No reuse allowed without permission.
The copyright holder for this preprint (which was not . http://dx.doi.org/10.1101/035774 doi: bioRxiv preprint first posted online Jan. 2, 2016; further increment in sorbent dose, the removal capacity was not increased possibly due to the aggregation of sorbent particles and low surface area. Moreover, Fig. 1 (a) shows that with an increase in temperature, the percentage of Pb(II) removal increases and the maximum removal efficiencies were obtained at 40 °C. This means that Pb(II) binding on active sites of the biosorbent becomes stronger at higher temperature and that the sorption process is endothermic. This can be attribute to the increase in temperature is knowing to increase the rate of diffusion of the adsorbate molecules across the external boundary layer and in internal pores of the adsorbent particles as a result of the reduced viscosity of the solution (Bulut et al., 2012) and hydroxyl, amine, and carboxyl groups (Davis et al., 2003) . Thus, such tendency would lead to a highly heterogeneous sorption energy landscape, explaining therefore the good fit of the B-S isotherm model.
The copyright holder for this preprint (which was not . http://dx.doi.org/10.1101/035774 doi: bioRxiv preprint first posted online Jan. 2, 2016;  It is worth to note that using only R 2 to determine the best-fitting model is not sufficient and could lead to some ambiguities when the set of data is not complete. Indeed, the results in Table 2 showed that based on R 2 values, H-S, B-G and R-P models seem to be adequate and the parameters of these models were the best fitting for the experiments results. It must be noted however that the R-P model which does not have the proper asymptotic behaviors is generally less performing than the other isotherm here that we have complete data. The Table ( 3). It can be seen that the algal biomass has a high biosorption capacity, when compared with other biomass, which may be owing to the fact that this biosorbent has many active groups that enhance the biosorption process.
The copyright holder for this preprint (which was not . http://dx.doi.org/10.1101/035774 doi: bioRxiv preprint first posted online Jan. 2, 2016; 
The copyright holder for this preprint (which was not . http://dx.doi.org/10.1101/035774 doi: bioRxiv preprint first posted online Jan. 2, 2016; peer-reviewed) is the author/funder. All rights reserved. No reuse allowed without permission.
Conclusions
This study revealed the following conclusions:
• This study confirmed that algal biomass is a promising biosorbent for Pb(II)
removal from aqueous solution and the maximum removal efficiency was reach 98% at 40 °C and pH 3.
• Excellent results were obtained by using original non linear isotherm models and one should leave the old-fashion linear methods now that one has highly speed computers and that performing nonlinear recursion methods are on the market.
• The experimental isotherm data were better described by the Hill-Sips and BrouersSotolongo model involving the biosorption of Pb(II) on a heterogeneous surface onto algal biomass particles.
• This study shows that a complete set of data is necessary to have a good representation of the isotherm.
• Using only coefficient of determination is not always an appropriate tool to compare the goodness of the non linear fit of an isotherm models.
